
Environmental 工艺加热
Process H eat

美丽中国，我们共同努力！
多燃料 RTO 解决方案

Together for a better environment!
One impressive example: DUNGS competence 
on Regenerative Thermal Oxidizer (RTO)

· 项目规划
· 工程设计
· 系统组装
· 现场调试
· 节能
· 减排
· 降本
· 技术服务
· 超过45年燃烧系统行业经验。

• Planning
• Engineering
• Assembly
• Initial operation
• Energy effi  ciency
• Technical service
• More than 45 years of experience               

in gas systems

MADE IN GERMANY



8    Dungs

冬斯将运用欧洲先进的燃烧控制技术，全面支持中国大气污染防治行动计划。
We are proud to support the China Clean Air Activities with German Combustion Technology.

多燃料 RTO 解决方案

Environmental

We are proud to support the China Clean Air Activities with German Combustion Techno

工程学 
Engineering

• 符合当地法规的定制工程
• 按照EN746-2标准设计
• 零件清单、文件和CAD图纸

• Customized engineering in acc. to local regulations
• Engineering in acc. to EN 746-2
• Lists of parts (BOM), documentation and CAD 

drawings



冬斯的系统解决方案被广泛用于热力
焚烧，如 RTO、TNV、TRV 和许多
其他应用。
我们与客户一起，为各种环境技术开
发定制的解决方案。

DUNGS system solutions are used in 
a wide range of thermal incineration 
such as RTO, TNV, TRV and many 
other applications.
Together with our customers, we de-
velop customised solutions for a wide 
range of environmental technologies.

冬斯将运用欧洲先进的燃烧控制技术，全面支持中国大气污染防治行动计划。
We are proud to support the China Clean Air Activities with German Combustion Technology.We are proud to support the China Clean Air Activities with German Combustion Technology.

工程学 
Engineering

生产
Production

审批
Approvals

• 符合当地法规的定制工程
• 按照EN746-2标准设计
• 零件清单、文件和CAD图纸

• Customized engineering in acc. to local regulations
• Engineering in acc. to EN 746-2
• Lists of parts (BOM), documentation and CAD 

drawings

• 按照相关标准和规定进行生产
• 经过功能和防漏测试（根据EN 10204的工厂

证书2.1）。
• 根据EN 10204的检验证书3.1检查焊接件的强

度, X光焊点
• 焊接件经喷砂和炉火烧制，颜色为

• Production in accordance with relevant stand-
ards and regulations

• Tested functioning and leakproofness (Factory 
certifi cate 2.1 according to EN 10204)

• Welded parts checked for strength with Inspec-
tion certifi cate 3.1 according to EN 10204, X-ray 
welded joints

• Sandblasted and stove-enamelled welded parts

KH_5015_II Ball valve - 1" 1/2 F/F BSP - Pmax: 5 barg26077721
Gas Filter - 1.5" BSPF - Pmax: 500 mbar - 50 microns06622512

FRS 51007040913
MVD 515/5 AC 230V IP 54 .27049624

1/222712535
Manual Push Button- 1/2"- Pmax: 4 bar03362136
MVD 205/5 AC 230V IP 5426387717

Ball valve KH_5005_II- 1/2" F/F BSP - Pmax: 5 barg26077218
anometer 0 - 1 bar11907319
Manometer 0 - 250 mbar R 1/2 D=80077396210

MEH-8137-1/2"-DUN274356111
MEH-8137-11/2"-DUN274360112

FRS 505070383113
LGV 507/5 (AC) 230 V IP 54119271114
Frame-WK650 -292786115
GW 500 A6 Ag-G3-MS9-V0 fa-se228727116
GW 150 A6 Ag-G3-MS9-V0 fa-se228726217

Grey Connector for GW210318318
------119
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CAD-图纸, 请勿手动修改!
CAD-Drawing, do not change manually!
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Pressure Equipment Directive:
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Order-No.:
202009747

WK-AP-CHINA ENVIRONMENTAL CO LTD -
SHANGHAI
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Inlet:
Pressure 300-500mbar
Rp1.5"

Outlet:
R1.5" - (Flexiable hose not present on drawing)
Pressure 100-140mbar
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Karl Dungs Trading (Shanghai) Co., Ltd.
Plant 8A, 1. Floor
Lane 333, Zhujian Road
Eureka City Industrial Park
Shanghai 201107
P.R.China
电话 +86 21 52215800
传真 +86 21 52215600
电邮 info.cn@dungs.com

用于RTO的气体系统
Gas Systems for RTO, TNV, TRV

冬斯燃烧系统解决方案为您提供多 一 份安全保障！
DUNGS gas system in a safety cabinet for RTO of blast 
furnace gas.

带有高效燃烧器系统的蓄热式氧化炉     (RTO) . 
Regenerative thermal Oxidizer (RTO) with 
high effi  ciency burner system .

塑料废料的热解。使用由工业和城市垃圾中的塑料组成的回收固体燃料生产液体
和气体燃料的工厂。
Pyrolysis of plastic waste: Plant for the production of liquid and gaseous fuels 
using recycled solid fuels consisting of plastics from industrial and urban waste.




